FIREFIGHTING EQUIPMENT CHAPTER 15

Chapter 15
Firefighting Equipment

A. Introduction

The agency wildland fire program equipment resources include engines,
dozers, water tenders, and other motorized equipment for fire operations.

B. Poalicy
Each state/region will comply with established standards for training,
equipment, communications, organization, and operating procedures
required to effectively perform arduous duties in multi-agency
environments and various geographic areas. Approved foam concentrate
may be used to improve the efficiency of water, except near waterways
where accidental spillage or over spray of the chemical could be harmful to
the aquatic ecosystem, or other identified resource concerns.

C. Driving Standard
Refer to the current driving standards for each individual agency in
Chapter 06.

D. Firefighting Engines

1. Operational Procedures
All engines will be equipped, operated, and maintained within
guidelines established by the Department of Transportation (DOT),
regional/state/local operating plans, and procedures outlined in BLM
Manual H-9216, Fire Equipment and Supply Management, or agency
equivalent. All personnel assigned to agency fire engine modules
will meet all gear weight, cube, and manifest requirements specified
in the National Mobilization Guide.

2. FireEngine M odule Staffing
The NWCG/ICS policy is a Single Resource Boss will be with every
engine, and the minimum staffing is two individuals for Type 6 and
Type 7 modules. For Type 3, 4, and 5 engines, minimum staffing is
three individuals including a Single Resource Boss for each engine.

3. BLM —Staffing levels- Type 6 and 7 engines will have a minimum
crew of two — an Engine Module Leader (EML) or Engine Operator
(ENOP), and an Engine Module Member.

4. BLM - Staffing levels- Type 3, 4, or 5 engines will have a minimum
crew size of three:
a.  Sngleresource engines will be comprised of an EML, an
ENOP, and one or more Module Members.
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b.  Task force engines will have an ENOP and the appropriate
number of Module Members. The EML position is not required
on each engine, but must be filled within the task force.

NPS Staffing levels- Engines of any type when responding to off-park
assignments, will be staffed by an ENGB and the appropriate number
of Module Members. Type 6 or 7 engines may be supervised by an
ENOP on in-park fires only. For an engine supervised by an ENOP
when used for initial attack (on in-park fires only), the ENOP must
also be minimally ICT5 qualified. Type 3, 4, or 5 engines, regardless
of assignment location, will be minimally supervised by an ENGB.
a.  Type6 and 7 engines will have a minimum crew of two —an
ENGB or ENOP (in-park only), and an Engine Module Member.
b. Type3, 4, or 5engineswill have a minimum crew size of three,
an ENGB, an ENOP and one Engine Module Member; or an
ENGB, and two Engine Module Members.

NPS — WCF/Non-WCF, Additional requirements

WCF engines are identified below.

All engines will be typed in accordance with the specifications

identified in the IRPG. Minimum engine staffing requirements:

a.  Approved Working Capitol Fund (WCF) Type 6 or 7 engines
during the defined fire season is 3 personnel effective 7 days per
week.

b.  Approved Working Capitol Fund (WCF) Type 3, 4, or 5 engines
during the defined fire season is 5 personnel effective 7 days per
week.

c.  Non-WCF engines (or WCF engines outside defined fire
season), Type 6 or 7 enginesis a minimum of 2.

d. Non-WCF engines (or WCF engines outside defined fire
season), Type 3, 4, or 5 enginesis a minimum of 3.

Performance Requirementsfor Engine Modules

The following performance requirements are based on the daily duties
of engine module personnel and may exceed the standards listed in
the Wildland Fire Qualifications Subsystem Guide (NWCG 310-1).
The following standards are in addition to the minimum requirements
found in the Wildland Fire Qualifications Subsystem Guide (NWCG
310-1).

Engine Module Member (EMM)
a. Minimum Qualifications

1) FFT2
b. Additional Required Training
2) None

c. Additional Performance Requirements
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1) Apparatusinventory
Ability to maintain inventory in a constant state of fire
readiness.

2) Tool and Equipment Standards
Ability to use, check condition of, and identify repair/
replacement needs as identified in Firefighters Guide
NFES 1571. All tools and equipment must meet
refurbishment standards specified in Fire Equipment
Sorage and Refurbishment NFES 2249.

3) HosePacks
Working knowledge of hose pack types and how to safely
and efficiently deliver water to thefire.

4) Typesof Hose
Working knowledge of hose identification and use. See
Wildland Fire Hose Guide NFES 1308.

5) FittinggNozzles
Ability to identify fittings and nozzles, understand use,
capabilities, limitations, and perform maintenance.

d. USFS-The FSrecommends the performance requirements for
each Engine Module Member.

9. EngineOperator (ENOP)
The agencies have established an ENOP position and associated Task
Book to meet field needs.
a. Minimum Qualifications
1) CDL (where appropriate for the GVW), FFT1
b. Additional Required Training
1) L-280- Followership to Leadership
¢c. Recommended Training
1) PMS419 BLM Engine Operator Course
d. Additional Performance Requirements
Same as for the Engine Module Member, plus the following:
1) Stationary Pumping
Ability to set up stationary pumping operations to safely
and efficiently deliver water to afire through a hoselay.
2) Mobile Attack
Ability to set up and perform mobile attack safely and
efficiently. Understand roles and responsibilities
associated with multi-engine mobile attack.
3) Urban Interface
Understand strategies and tactics recognize hazards, and
know BLM policy with regards to urban interface
situations.
4) Interfacewith Municipal Fire Apparatus
Understand capabilities and limitations and how to
effectively interface with equipment. Be aware of the
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5)

6)

7)

8)

9)

10)

11)

12)

13)

14)

15)

pressures and flow rates used with municipal apparatus
and their potential effects on wildland fire equipment.
Engine Protection

Ability to protect engine by positioning in afire safe area;
set up and use engine protection lines.

Pump Theory and Operation

Ability to effectively apply this knowledge to fire
situations most commonly encountered. Must be able to
troubleshoot pump/valve problems in various fire and
drill situations.

Pump Package M aintenance Procedur es

Ability to maintain pump package per manufacturer’s/
BLM standards. Pump package must be in a constant state
of fire readiness. Ability to troubleshoot equipment
problems and develop solutions/repair needs. Ability to
perform required pump test to ensure pump/plumbing are
operating to specifications, and maintain log.

Hydraulics

Ability to effectively apply calculations and formulas
relating to fire hydraulics, including friction loss. Must
understand pump capabilities and limitations (GPM, PSI,
elevation gain and loss, etc.)

Simple Hoselays

Ability to perform initial layout and extend asimple
hoselay delivering water to fire safely and efficiently.
Progressive Hoselays

Ability to perform initial layout and extend a progressive
hoselay delivering water to fire safely and efficiently.
Hoselay Troubleshooting

Ability to troubleshoot hoselay problems and develop
solutions.

Foam Equipment Maintenance

Ability to flush the engine foam proportioner according to
the manufacturer’ s recommended procedures.

Foam

Ability to efficiently produce different types of foam from
nozzle(s).

Drafting Theory

Ability to draft from external source and fill engine tank,
and draft from external source and deliver water through a
hoselay.

Hydrant Use

Understand and apply the safe and effective operation of
fire hydrants and be able to set up an engine for hydrant
water delivery.
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16)

17)

18)

19)

Vehicle Maintenance Procedures

Ability to maintain vehicle per manufacturer' SBLM
standards, keeping vehicle in a constant state of fire
readiness. Ability to troubleshoot equipment problems,
develop solutiong/repair needs.

Winterization

Ability to properly winterize apparatus and pump package
to protect from potential freeze damage.

Radio Use

Understand and apply BLM policy regarding radio use and
protocol; be proficient at radio programming.

FWS/USF S — The FWSFS recommends the performance
requirements for each engine ENOP.

10. BLM-Engine Module Leader (EML)-Agency Specific Position
Minimum Qualifications

a)

b)

©)

1)

ICT4, ENOP, ENGB.

Additional Required Training

1)

[-200, S-200, S-231, S-234, S260, S 270, S380, S-381
(Leadership and Organizational Development) or
equivalent.

Additional Performance Requirements
Same asfor ENOP, plusthe following

1)

2)

3)

4)

Supervision

The Engine Module Leader isresponsible for the overall
operation of the modul€e’ s activities. Directs module
personnel during fire preparedness review, suppression
activities, fuels management, and project work. Provides
direction to the module commensurate with members
qualifications and experience.

Equipment Capability

Has a thorough knowledge of tactical equipment
capabilities and limitations, and their relationship to fuels,
topography, and fire behavior.

Training

Provides and facilitates training of personnel through
mentoring, formal and informal instruction. Identifies
training needs (IDP) and performs Task Book management
for module members.

Administration

Performs administrative duties relating to the operation of
the module, including (but not limited) to time and
attendance, procurement activities (credit card), personnel
management (recruitment and hiring), IDP development,
and property management.
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5) Coordination
Devel ops and maintains working relationships with BLM
counterparts, cooperators, other agencies, general public,
and media.

6) Safety
Ensures compliance with safety procedures and policies
and mitigates potentially hazardous situations.

7) Physical Fitness
Train, test, and evaluate Module Members to ensure that
required physical fitness standards are met.

8) Communication
Ensures that Module Members recelve situational
briefings. Provides briefings during daily work activities,
fireline duties, and fireline transitions. Solicitsand
provides feedback.

9) Equipment Development & Evaluation
| dentifies problems with BLM equipment and suggests
possible solutions. Provides feedback to equipment
development groups. Tests and evaluates prototype
equipment.

10) FWS/NPS/USFS — The FWSNPSFSrecommends the

performance requirements for the Engine Module Leader.

11. Engine Standards

a

Enginetyping

Engine Typing and respective standards are identified in the
NWCG Fireline Handbook, 410-1.

Engine Water Reserve

Engine Operators will maintain at least 10 percent of the
pumpable capacity of the water tank for emergency engine
protection and drafting.

Chocks

At least one chock will be carried on each engine and will be
properly utilized whenever the engineis parked or left
unattended. Thisincludes engine operation in a stationary mode
without adriver “in place.”

Fire Extinguisher

All engines will have at least one 5 |b. ABC-rated (minimum)
fire extinguisher, either in full view or in a clearly marked
compartment.

First Aid Kit

Each engine shall carry, at aminimum, afully equipped 10-
person first aid kit.

Gross Vehicle Weight (GVW)

It isthe each agencies policy to have an annually certified
weight slip in the vehicle at al times. Operators of engines and
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water tenders must ensure that the maximum certified GVW is

never exceeded, including gear, personnel and fuel. If the

proper number of personnel are not available during the
weighing the NFPA 1906 standard of 250 pounds for each
person and their personal gear may be used to calculate the
loaded weight.

0. Speed Limits

Posted speed limits will not be exceeded under any

circumstances. In addition, engines will not exceed 65 mph

regardless of the posted speed limit.
h. Lighting

All new orders for fire engine apparatus will include an

overhead lighting package in accordance with statewide

standards. It is recommended that the lighting package meet

NFPA 1906 standards. Engines currently in service may be

equipped with overhead lighting packages.

1) Colors
Lighting packages containing “blue” lights are not allowed
and must be replaced. Blue lights have been reserved for
law enforcement and must not be used on fire vehicles. A
red, white, and amber combination is the accepted color
scheme for fire.

2) Light Use
While off-road and/or during suppression, prescribed fire
or other emergency activities, headlights and taillights
shall remain illuminated at all times while the vehicleisin
operation. In addition, overhead lighting (or other
appropriate emergency lights) shall be illuminated
whenever visibility is reduced to less than 300 feet.

3) NPS-Vehicle Color and Marking. Vehicles dedicated to
wildland fire activities shall be white in color and have a
single four-inch wide red reflective stripe placed
according to NFPA 1906 (NFPA 1906 7-6.2 1995 edition).
Theword “ FIRE” red with white background color will be
centered on the front fenders. “ FIRE” may also be placed
on the front and rear of the vehicle. The NPS Arrowhead
will be placed on the front doors. The size and placement
of the arrowhead will be as specified in RM-9. An
identifier will be placed on the vehicle according to local
zone or GACC directions. Roof numbers will be placed
according to local zone procedures.

i. On-Board FlammableLiquid Storage

OSHA regulations state, “only approved metal containers, of not

more than 5 gallons capacity, having a spring-closing lid and

spout cover and so designed that it will safely relieve internal
pressure when subjected to fire exposure, be used for storing or
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transporting flammable liquids’ (29 CFR 1910.106). To
comply with OSHA requirements and agency directives, only
OSHA approved, type |l metal safety cans should be used. Cans
must be clearly marked as to their content. Also approved are
the 2-in-1 polyethylene containers (Dolmars) used to fill
chainsaws and the Jerry cans used to fuel Mark I11 pumps.

Fire Engine M aintenance Procedure and Record

Apparatus safety and operational inspections will be
accomplished either on a post-fire or daily basis. Offices are
required to use this document for guidelines and record keeping.
Periodic maintenance (as required by the manufacturer) shall be
performed at the intervals recommended and properly
documented. All annual inspections will include a pump gpm
test to ensure the pump/plumbing system is operating at

desired specifications. Specifications can be found at
http://web.blm.gov/internal /fire/textdocs/specs. pdf

12. Enginelnventories
An inventory of supplies and equipment carried on each vehicleis
required to maintain accountability and to obtain replacement items
lost or damaged on incidents. The standard inventory for enginesis
found on page 15-12.

E. Water Tenders

15-8

1. Water Tender Operators Performance Standards

a

b.

Water Tender Operator (Support)

1) Qudifications: CDL (tank endorsement).

Staffing

A water tender (Support) may be staffed with a crew of one (a
driver/operator) when it is used in a support role as afire engine
refill unit or for dust abatement. These operators do not haveto
pass the WCT but are required to take annual refresher training.

2. Water Tender Operator (Tactical)
Tactical useisdefined as “direct fire suppression missions such as
pumping hoselays, live redl use, running attack, and use of spray bars
and monitors to suppress fires.”

a

b.

C.

Qualifications: ENOP, CDL (tank endorsement).

Staffing: Tactical water tenders will carry a minimum crew of
two- one ENOP and one Engine Module Member.

USF S — The FS recommends the performance requirements for
support and tactical water tenders.
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3.

Other Water Tenders

Contract water tenders will meet the specifications identified in their
agreement/contract. All water tenders from other agencies will meet
the requirements of their agency.

F. Dozers

1.

Policy

Agency personnel assigned as dozer operators will meet the training
standards for a Firefighter 2 (FFT2). Thisincludesall safety and
annual refresher training. While on fire assignments, all operators
and support crew will meet PPE requirements including the use of
aramid fiber clothing, hard hats, fire shelters, boots, etc.

Physical Fitness Standards

a.  BLM —All employee dozer operators will meet the WCT
requirements at the Moderate level before accepting fire
assignments.

b. FWS-Dozer Operators must be FFT2 and a Certified FWS
Heavy Equipment Operator. They must complete Intermediate
Fire Behavior (S290) and they must meet a physical fitness
WCT level of Moderate.

c. USFS-FSdozer operatorsrefer to 5134.32.

Operational Procedures

a.  Agency owned and operated dozers will be equipped with
programmable two-way radios, configured to allow the operator
to monitor radio traffic.

b.  Contract or offer-for-hire dozers must also be provided with
radio communications, either through a qualified dozer boss or
an agency-supplied radio. Contract dozers will meet the
specifications identified in their agreement/contract.

c.  Operators of dozersand transport equipment will meet DOT
certifications and requirements regarding the use and movement
of heavy equipment, including driving limitations, CDL
requirements, and pilot car use.

d. A BLM dozer isdefined as a dozer identified in aunit’s Fire
Management Plan, is commonly used for initial attack, and the
fixed ownership rate may be paid out of preparedness funds.

G. All Terrain Vehicles (ATV)

1.

BLM-
a. TheBLM fire programwill adhere to the BLM safety guidelines
for the use of ATVsin accordance with BLM Manual 1112-1.
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b. Specific authorization for ATV useisrequired (refer to your
state/regional or local palicy).

c. ATVrefresher training is required every five years.

d. All personnel authorized to operate an ATV must first complete
training in the safe operating procedures and appropriate PPE.

e. PPE includes helmet (must be DOT, ANS-90, or SNELL M-95
approved), eye protection (goggles, face shield, or safety
glasses), gloves, long sleeves, long pants, and leather boots (at
least 8" high). The standard wildland fire hardhat will not be
worn while operating an ATV.

f.  Additional guidelineswill be implemented:

1) ATV training shall include safe operation while carrying
loads.

2) Driveat a safe speed that is appropriate for the conditions
and terrain.

3) Loads shall be properly mounted with weight not to effect
the vehicle's center of gravity (in accordance with
manufacturer’s specifications). Under no circumstances
shall loads exceed manufacturer’s recommendations.

4)  Arisk assessment must be completed prior to traversing
steep slopes with operator’ s abilities and vehicle
capabilities considered.

5)  No passengerswill be carried, unlessin an emergency
situation.

2.  FWS/NPS- Exceptions to the above policy are:

15-10

SPH-4, SPH-5, or other comparable flight helmets meet the DOT
requirements for a motorcycle helmet and may be used in lieu of.
Sandard fire hardhats or flight helmets are required for ATV use
when on the fireline under low operating speeds only. Chinstraps
must be used. Motorcycle helmets have not yet been tested and
approved for fireline use. A motorcycle helmet or flight helmet will
be required when operating to and from fire management activities
and while loading and unloading the ATV.

FWS- Service Manual 241 FWST Firefighting. All Terrain Vehicle
operations shall follow the detailed guidelinesin the Service' s All
Terrain Vehicle Training Guide.

3. USFS-Refer to Health and Safety code 6709-17.
Vehicle Cleaning/Noxious Weed Prevention

To reduce the transport, introduction, and establishment of noxious weeds
or other biological contaminants on the landscape due to fire suppression
activities, fire suppression and support vehicles should be cleaned at a
predestinated area prior to leaving the incident. Onsite fire equipment
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should be used to thoroughly clean the undercarriage, fender wells, tires,
radiator, and exterior of the vehicle. The cleaning area should also be
clearly marked to identify the areafor post fire control treatments, as
needed.

. FireRemote Automated Weather Stations
Fire Remote Automated Weather Stations (FRAWS) are portable weather
stations that pack up into a single container and may utilized in any
location to monitor local weather conditions. FRAWS are intended for use
on or near the fireline and are rapidly relocated to points desired by Fire
Behavior Analysts (FBAS) for real time weather data. Fire Managers and
FBAs use RAWS weather data to predict fire behavior, prescription times,
fire weather forecasting, canyon, and ridgetop winds.

National resource FRAWS systems are cached at National Interagency Fire
Center (NIFC) and may be ordered through standard equipment resource
ordering systems. Maintenance and recalibration of these stations must be
coordinated with the NIFC Remote Sensing/Fire Weather Support Unit
(RSFWSU).

J. Ignition Devices

1. Aerial Ignition Devices
Information on types of aerial ignition devices, operational guidelines
and personnel qualifications may be found in the Interagency Aerial
Ignition Guide

2. Ground Ignition Devices

a. BLM -Guidance and direction for use and procurement of
approved ground ignition equipment and the transportation and
dispensing of drip torch fuel can be found in: Instruction
Memorandum No. OF& A 2003-025, 04/14/0, Drip Torch Fuel
Transportation and Dispensing Directions.

b. NPS- Agency direction may be found in the 04/04/03
Memorandum Y14 (9560) Aerial and Ground Ignition
Equipment.

c. FWS- specific information on ignition devices may be found in
the January 28, 2003 Memorandum: “ Direction for Use and
Purchase of Aerial and Ground Ignition Equipment.”

d. USFS- directionisfoundin FSH5109.32a and 6709.11.
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Thefollowing chart showsthe NUS minimum stocking levelsrequired for

agency engines.

- Type
Category Item Description NFES # EVAANE
McLeod 0296 1
Combination Tool 1180 1 1
Shovel 0171 3 2
Pulaski 0146 3 2
) Backpack Pump 1149 3 2
A reE;m')s & I Fusees (ca) 0105 1 | %
Foam, concentrate, Class A (5-gallon) 1145 1 1
Chainsaw (and chaps) 1 1
Chainsaw Tool Kit 0342 1 1
Drip Torch 0241 2 1
Portable Pump * *
First Aid Kit, 10-person 0068 1 1
Medical  [Burn Kit 1 1
Body Fluids Barrier Kit 0640 1 1
Flashlight, general service 0069 1 1
Chock Blocks 1 1
Tow Chain or Cable 1856 1 1
Jack, hydraulic (comply w/GVW) 1 1
Lug Wrench 1 1
Pliers, fence 1 1
Food (48-hour supply) 1842 1 1
Rags 3309 * *
Rope/Cord (feet) 50 50
Sheeting, plastic, 10’ x 20’ 1287 1 1
General
Supplies Tape, duct 0071 1 1
Tape, filament (roll) 0222 2 2
Water (gallon/person) minimum 2 2
Bolt Cutters 1 1
Toilet Paper (roll) 0142 * *
Cooler or Ice Chest 0557 * *
Hand Primer, Mark 111 0145 * *
Hose Clamp 0046 2 1
Gaskets (set) 1 1
Pail, collapsible 0141 1 1
Hose Reel Crank * *
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o Type
Category Item Description NFES # 3485
Fire Extinguisher (5 Ib) 2143 1
Flagging, Pink (roll) 0566 * *
Safety Flagging, Y ellow w/Black Stripes (roll) 0267 * *
Fuel Safety Can (Type2 OSHA, metal, 5-gallon) 1291 * *
Reflector Set * *
General Took Kit (5180-00-177-7033/GSA) 1 1
Oil, automotive, quart 4 2
Oil, penetrating, can 1 1
Oil, automatic transmission, quart 1 1
Brake Fluid, pint 1 1
Filter, gas 1 1
) Fan Belts 1 1
mﬁ?&%ﬁort Spark Plugs 1 1
Hose, air compressor w/adapters 1 0
Fuses (set) 1 1
Tire Pressure Gauge 1 1
Jumper Cables 1 1
Battery Terminal Cleaner * *
Tape, electrical, plastic 0619 1 1
Tape, Teflon 1 1
File, mill, bastard 0060 * *
Head Lamp 0713 1 1
Hard Hat 0109 1 1
Goggles 1024 2 2
Gloves * *
Ba ey [First AidKit, indvidua we7 | 1 |1
Fire Shirt * *
Fire Shelter w/case & liner 0169 2 1
Packsack 0744 2 1
Batteries, headlamp (pkg) 0030 6 4
Ear Plugs (pair) 1027 3 3
Portable 1 1
Radio Mobile 1 1
Batteries (for portable radio) 2 2
Hose Booster (feet/redl) 1220 100 100
Suction (length, 8' or 10") 2 2
1" NPSH (feet) 0966 300 300
1% NH (feet) 0967 300 |300
¥ NH, garden (feet) 1016 300 |300
132" NH, engine protection (feet) 20 20
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- Type
Category Item Description NFES # 3425] 6
15" NH, refill (feet) 15 15
Forester, 1" NPSH 0024 3 2
Adjustable, 1" NPSH 0138 4 2
Adjustable, 15" NH 0137 5 3
Adjustable, ¥ NH 0136 4 2
Nozzle Foam, ¥' NH 0627 1 1
Foam 1%2" NH 0628 1 1
Mopup Wand 0720 2 1
Tip, Mopup Wand 0735 4 2
Tip, Forester, Nozzle, fog 0903 * *
Tip, Forester Nozzle, straight stream 0638 * *
1" NPSH, Two-Way, Gated 0259 2 1
Wye 1v2" NH, Two-Way, Gated 0231 4 2
¥4' NH w/Ball Valve, Gated 0739 6 4
1" NPSH-Fto 1" HN-M 0003 * *
Adapter 1" NH-Fto 1" NPSH-M 0004 1 1
1%’ NPSH-Fto 1%’ NH-M 0007 1 1
1% NH-Fto 1%2" NPSH-M 0006 * *
Increaser %' NH-F to 1" NPSH-M 2235 1 1
1" NPSH-F to 1%2" NH-M 0416 2 1
1" NPSH, Double Female 0710 1 1
Coupling 1" NPSH, Double Male 0916 1 1
1%’ NH, Double Female 0857 2 2
1%2" NH, Double Male 0856 1 1
1" NPSH-F to %’ NH-M 0733 3 3
Reducer/ 1Y%’ NH-Fto 1 NPSH-M 0010 6 4
Adapter  [2» NPSH-Fto 1%’ NH-M 0417 * *
23" NPSH-Fto 1 %2 NH-M 2229 * *
Reducer 1%’ NH-Fto 1" NH-M 0009 1 1
2Y2" NH-Fto 1%2" NH-M 2230 1 1
1" NPSH-F x 1" NPSH-M x 1" NPSH-M, w/cap 2240 2 2
Tee 1% NH-F x 1%’ NH-M x 1" NPSH-M w/cap 0731 2 2
1% NH-Fx 1%’ NH-M x 1" NPSH-M w/valve 0230 2 2
1Y% NH-F, Automatic Check and Bleeder 0228 1 1
¥ NH, Shut Off 0738 5 5
Vave 1" Shut Off 1201 1 1
1Y%’ Shut Off 1207 1 1
Foot, w/strainer 1 1
Injector 1" NPSH x 1/12” NH, Jet Refill 7429 * *
Wrench Hydrant, adjustable, 8" 0688 1 1
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e Type
Category Item Description NFES # 3425] 6
Spanner, 5", 1" to 1 %2’ hose size 0234 4 1
Spanner, 117, 1%%" to 2 ¥%" hose size 0235 2 2
Pipe, 14" 0934 1 1
Pipe, 20" 1 1
Fireline Handbook 0065 1 1
Belt Weather Kit 1050 1 1
Binoculars 1 1
Engine  Map Casew/ maps 1 1
Inventory List 1 1
Current Interagency Standards for Fire and Fire 1 1
Aviation Operations
* No minimums — carried by engines as an option, within weight limitations
NPS — Additional or differing items recommended by NPS
Flapper (NPS) * *
Council Rake (NPS) 1807 * *
Fire Tools& |Leaf blower * *
Equip®  [shovel 0171 2 |1
Extra Quart, 2 cycle mix 2 1
Portable Pump 1 *
Chock Blocks 1 1
Tape, filament (roll) 0222 2 1
General
Supplies Bolt Cutters * *
Dust Mask 0131 6 4
Hose Clamp 0046 2 2
Safety Reflector Set 1 1
Oil, automotive, quart 2 1
Power steering Fluid 1 1
Vehicle & -
Pump Support Antifreeze (seasonal) * *
Filter, air for engine and pump * *
Filter, oil w/ wrench * *
File, mill, bastard 0060 * *
Personal Gear |Fire Shelter w/case & liner 0169 1 1
(Extra Supply) |packsack 0744 2 1
Dust Mask 0131 4 *
Radio Batteries (for portable radio) 2 2
Hose 2 Y2’ Refill Hose, Water tender * *
Nozzle Adjustable, 1%2" NH 0137 3 3
Wyes ¥ NH w/Ball Vave, Gated 0739 6 2
. 1" NPSH, Double Mae 0916 2 1
Coupling
1" NH, Double Male 0856 2 2
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_— Type
Category Item Description NFES # 3425] 6
Reducer/  |1" NPSH-F to %" NH-M 0733 3 2
Adapter 1%’ NH-Fto 1 NPSH-M 0010 6 3
Tee 1" NPSH-F x 1" NPSH-M x 1" NPSH-M, w/cap 2240 2 *
Valve 1% NH-F, Automatic Check and Bleeder 0228 1 *
¥4 NH, Shut Off 0738 4 2
Wrench Pipe, 20" 1 *
Engine Accident Forms (Vehicle & Personnel) 1 1
Compass 1 1

* A minimum of eight tools for type 3, 4, 5 engines and aminimum of five tools for type 6 enginesis
required. The listed numbers of tools in each box are required to be on the engine. Beyond that, the
tools listed as optional or additional required tools can make up the rest of the minimum number
required for engines.

* No minimums — carried by engines as an option, within weight limitations
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